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DETAILED ACTION 

Claim Objections 

1 . Applicant, via amendment, has overcome the claim objection set forth in the previous Office 
Action. Consequently, the examiner has withdrawn this objection. 



Claim Rejections - 35 USC § 102 

2. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the basis for 
the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1 ) an application for patent, published under section 1 22(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351 (a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

3. Claims 1-10 are rejected under 35 U.S.C. 102(e) as being anticipated by Auerbach etal., U.S. 
Patent No. 6,879,266 (hereinafter Auerbach). 

4. Referring to claim 1 , Auerbach has taught a micro controller, comprising a CPU [Fig. 2; processor 
202], performing processing in accordance with a program, 

Said micro controller further comprising: 

a memory [Fig. 2; memory 204], storing: grouped compressed codes [Fig. 2; compressed 
data 210; compressed codes are grouped in element 210], resulting from the conversion of 
original codes into variable length codes in a plurality of compressed code format types, and each 
type has a fixed length [variable length compressed codes (column 1 1, lines 22-23) are stored in 
memory (column 3, lines 7-8)], 

an address conversion information [compressed instructions are mapped using the index 
table; column 8, lines 31-33], specifying the head address of each group of grouped compressed 
codes of variable lengths [each index table entry includes a 26-bit address field; column 8, line 61 
- column 9, line 3]; and 
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a compressed code type information in blocks corresponding to the groups of the 
compressed codes, including compressed code format type data corresponding to the 
compressed codes, and indicating the compress code format types of the corresponding 
compressed codes contained in each group [each index table entry further includes a 6-bit offset 
field indicating the length of the variable sized compression block; column 8, lines 19-30; column 
9, lines 3-9]; and 

a compressed code processing part, specifying, from a code address output by the CPU, 
an address conversion information and compressed code type information to be referred, and 
using the specified address conversion information and the compressed code type information to 
determine the corresponding compressed code address, and reading the corresponding 
compressed code [the decompression unit receives an address from the CPU and, using the 
information from the index table, reads out the corresponding compressed code; column 3, lines 
48-67]. 

5. Referring to claim 2, Auerbach has taught the micro controller as set forth in claim 1 , wherein the 
memory furthermore stores dictionary information for decompressing compressed codes into the original 
codes and the compressed code processing part refers the dictionary information to decompress the 
compressed code, which has been read, into the original code [column 4, lines 3-15]. 

6. Referring to claim 3, Auerbach has taught the micro controller as set forth in claim 1 , 

wherein said compressed code processing part stores information for identifying the area in said memory 
in which compressed codes are stored, the area in said memory in which the address conversion 
information are stored, and the area in which the compressed code type information are stored [column 8, 
lines 46-60]. 

7. Referring to claim 4, Auerbach has taught the micro controller as set forth in claim 3, wherein said 
memory stores said address conversion information in the order of blocks of original codes, and to store 
said compressed code type information in the order of the original codes [Fig. 2; the instructions and data 
are stored in a corresponding fashion within blocks]. 
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8. Referring to claim 7, Auerbach has taught the micro controller as set forth in claim 1 , wherein said 
compressed code processing part reads, from said memory and prior to reading a compressed code, a 
compressed code set, having a predetermined size and containing the compressed code to be read [Fig. 
3; column 6, lines 1-9; the instructions read from memory and the have been compressed to a known 
length], said micro controller is equipped with areas, respectively storing temporarily the address 
conversion information, the compressed code type information, and the compressed code set that were 
used just immediately before [Fig. 2; information saved in memory], to use the address conversion 
information and the compressed code type information that are stored temporarily in said areas in a case 
where the code address output by the CPU is contained in the same block as the compressed code that 
was read just immediately before [Fig. 2; the information found in memory is first sent to the 
decompression engine before it goes to the processor and acts like a buffer], and to read the compressed 
code from the compressed code set that is stored temporarily in said area in a case where the 
compressed code corresponding to the code address output by the CPU is contained in the compressed 
code set that was read just immediately before [Fig. 3; decompressed code will be available for the 
processor]. 

9. Referring to claim 8, Auerbach has taught the micro controller as set forth in claim 1 , wherein said 
compressed code contains the same program as the original code [column 5, lines 60-64; decompression 
will yield the original code]. 

10. Referring to claim 9, Auerbach has taught the micro controller as claimed in claim 1 .wherein the 
code address includes a group number identifying the head address of the group and an order number 
identifying the compressed code format type datum in the block corresponding to the group identified by 
the group number, and the processing part determines a base address of the block of the compressed 
code type information in accordance with the group number and a distance from the bases address to the 
compressed code format type datum identified by the order number using a sum of the fixed code lengths 
of the compressed code format types represented by the compress code format type data between the 
base address and the compressed code format type identified by the order number [the offset field 
indicates the start of the compressed block when it is added to the original address; column 9, lines 3-10]. 
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11. Referring to claim 10, Auerbach has taught a micro controller, comprising a CPU, performing 
processing in accordance with a program, 

said micro controller further comprising: 

a memory [Fig. 2; memory 204], storing: grouped compressed codes [Fig. 2; compressed 
data 210; compressed codes are grouped in element 210, resulting from the conversion of 
original codes into variable length codes in a plurality of compressed code format types, and each 
type has a fixed length [variable length compressed codes (column 1 1, lines 22-23) are stored in 
memory (column 3, lines 7-8)]], 

an address conversion information [compressed instructions are mapped using the index 
table; column 8, lines 31-33], specifying the head address of each group of grouped compressed 
codes of variable lengths [each index table entry includes a 26-bit address field; column 8, line 61 
- column 9, line 3]; and 

compressed code type information in blocks corresponding to the groups of compressed 
codes, including compressed code format type data indicating the compressed code format types 
of the compressed codes [each index table entry further includes a 6-bit offset field indicating the 
length of the variable sized compression block; column 8, lines 19-30; column 9, lines 3-9]; and 

a compressed code processing part, determining, from a code address output by the 
CPU and via which the code address the CPU specifies one of the original codes and using the 
address conversion information and the compressed code type information, a compressed code 
address of a compress code corresponding to the specified original code, and reading the 
corresponding compressed code [the decompression unit receives an address from the CPU and, 
using the information from the index table, reads out the corresponding compressed code; 
column 3, lines 48-67]. 
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Claim Rejections - 35 USC §103 

12. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all obviousness 

rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

13. Claims 5 and 6 are rejected under 35 U.S.C. 103(a) as being unpatentable over Auerbach in view 
of Henkel et al., U.S. Patent No. 6,6691 ,305 (hereinafter Henkel). 

14. Referring to claim 5, Auerbach has taught the micro controller as set forth in claim 2. 
Auerbach has not taught wherein said dictionary information are stored in areas that are divided 

according to the code lengths of the corresponding compressed codes, and in each area, said dictionary 
information are stored in the order of the codes of said corresponding compressed codes. 

Henkel has taught a dictionary wherein information is stored in areas that are divided according to 
the code lengths of the corresponding compressed codes [Henkel; Figs. 1 1A and 11 D; column 28, lines 
2-9; column 26, lines 63-67; there are two areas in the dictionary; compressed codes are clearly 
distinguished by code length and length tags "N.Bo" for Fig. 1 1A and "100" for Fig. 11D, thus the two 
areas are distinguished by code length], and in each area, said dictionary information is stored in the 
order of the codes of said corresponding compressed codes [Henkel; column 27, lines 2-9; because the 
decoding tables are created during the compression of codes, they are stored in the order of the code of 
the corresponding compressed codes]. 

At the time the invention was made, it would have been obvious to one of ordinary skill in the art 
to modify the invention of Auerbach so that said dictionary information are stored in areas that are divided 
according to the code lengths of the corresponding compressed codes, and in each area, said dictionary 
information are stored in the order of the codes of said corresponding compressed codes as taught by 
Henkel. 

The motivation for doing so would have been to fill in the details of the dictionary organization 
scheme left silent by Auerbach with the simple and elegant organization scheme taught by Henkel. 
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15. Referring to claim 6, Auerbach and Henkel have taught the micro controller as set forth in claim 5, 
wherein said compressed code processing part specifies, from the compressed code type information, 
the area in which the dictionary information to be referred is stored, and, based on the compressed code, 
specifies the dictionary information to be referred that is contained in the specified area [Auerbach; Fig. 3; 
there are areas specified to hold certain types of data in the dictionary]. 

Response to Arguments 

16. Applicant's arguments filed 12/18/2008 have been fully considered but they are not persuasive. 

17. Applicant argues that "Auerbach and Henkel do not disclose or suggest, (1) 'a memory, storing: 
grouped compressed codes, resulting from conversion of original code into variable length codes in a 
plurality of compressed code format types, and each type has a fixed length,' and (2) 'a memory storing: 
... a compressed code type information in blocks corresponding to the groups of the compressed codes, 
including compressed code format type data corresponding to the compressed code, and indicating the 
compress code format types of the corresponding compressed codes contained in each group,' as recited 
in the amended Claim 1." 

18. Regarding the applicant's argument that Auerbach does not teach compressing the codes into 
compressed codes of variable lengths, the examiner notes that Auerbach explicitly states that "[t]he 
compressed form of the 32-bit instruction may vary in size from 7 to 38 bits." Column 1 1 , lines 22-23. 
Therefore, Auerbach has taught compressed codes of variable lengths. Because the compressed codes 
vary in size, the compressed codes comprise a plurality of format types, depending on the size of the 
code. Further, because the format type is dependent upon the size, the size is fixed for a given format. 

19. Regarding the applicant's argument that Auerbach does not teach the features relating to the 
claimed "compressed code type information," the examiner notes that it appears the applicant is reading 
the claim language regarding these features too narrowly. Specifically, the applicant appears to be 
reading the claim language as requiring that the "compressed code type information" correspond to 
individual instructions within a block of code. However, the claims do not require such a reading. If the 
applicant intends for the claims to be read as indicating that the "compressed code type information" 
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corresponds to individual instructions within a block of code, then the claims should be amended to 
require such a reading. Auerbach has taught an index table with entries that contain a 26-bit address 
field and a 6-bit offset field. Column 8, line 61 - column 9, line 9; Fig. 9. The address field indicates the 
starting address of a two-block compression group and the offset field indicates the starting address of 
the second compression block within the group. Because the offset field in the index table indicates the 
starting address of the second block within a two-block group, the offset field indicates the length of both 
blocks within the group. By indicating the length of a compression block, then offset field indicates the 
format types (i.e. lengths) of the codes in that block. Therefore, Auerbach has taught "a compressed 
code type information in blocks corresponding to the groups of the compressed codes, including 
compressed code format type data corresponding to the compressed codes, and indicating the compress 
code format types of the corresponding compressed codes contained in each group" as claimed. 

Conclusion 

20. THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time policy as set forth 
in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire THREE MONTHS from 
the mailing date of this action. In the event a first reply is filed within TWO MONTHS of the mailing date 
of this final action and the advisory action is not mailed until after the end of the THREE-MONTH 
shortened statutory period, then the shortened statutory period will expire on the date the advisory action 
is mailed, and any extension fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later than SIX 
MONTHS from the mailing date of this final action. 

Any inquiry concerning this communication or earlier communications from the examiner should 
be directed to BENJAMIN P. GEIB whose telephone number is (571)272-8628. The examiner can 
normally be reached on Mon-Fri 8:30am-5:00pm. 



Application/Control Number: 10/611,315 Page 9 

Art Unit: 2181 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's supervisor, 
Alford Kindred can be reached on (571) 272-4037. The fax phone number for the organization where this 
application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent Application 
Information Retrieval (PAIR) system. Status information for published applications may be obtained from 
either Private PAIR or Public PAIR. Status information for unpublished applications is available through 
Private PAIR only. For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic Business Center (EBC) 
at 866-217-9197 (toll-free). If you would like assistance from a USPTO Customer Service Representative 
or access to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272- 
1000. 

/Alford W. Kindred/ Benjamin P Geib 

Supervisory Patent Examiner, Art Unit 2181 Examiner 

Art Unit 2181 



/Benjamin P Geib/ 
Examiner, Art Unit 2181 



